
Lead - Removal UCL Inputs
WPA SS

Lead D_Lead
63.9 1

3.9 1
128 1
0.5 0

46.4 1
118 1

39.5 1
401 1
155 1

1470 1
231 1
210 1

41.9 1
101 1

48.9 1
202 1
6.9 1

1570 1
116 1

3400 1
2110 1

284 1
19 1

152 1
115 1

2110 1
387 1

2890 1
1570 1

19000 1
824 1
214 1

18.5 1
503 1

56 1
347 1
512 1
109 1
5.2 1

49.7 1
71.7 1

3.7 1
206 1

77.2 1
142 1
112 1
366 1

43.2 1
150 1



Lead - Removal UCL Inputs
WPA SS

10.7 1
178 1

76.9 1
228 1

43.1 1
502 1

35.8 1
770 1

36.7 1
35 1

5.8 1
7.9 1

338 1
19.9 1
350 1
131 1

57.7 1
141 1
6.3 1

534 1
584 1

88.3 1
5.6 1

161 1
87.1 1
249 1
151 1

6 1
5 1

58.7 1
8.2 1
16 1

12.8 1
1080 1

164 1
18.3 1

4.3 1
19.5 1

3 1
16.4 1

4.4 1
46.7 1

4.5 1
55.5 1
21.4 1
205 1
7.1 1

937 1
29.6 1
26.3 1



Lead - Removal UCL Inputs
WPA SS

5.1 1
4.3 1
3.4 1

12.3 1
18.5 1

6.9 1
3.8 1

96.1 1
36.8 1



Lead - Removal UCL Inputs
LPA SS

Lead D_Lead
27.8 1
12.8 1
31.9 1
10.2 1
27.8 1

9.3 1
80.9 1

4.8 1
6.3 1
5.5 1
34 1

9.6 1
73.2 1
30.6 1
91.5 1
13.1 1
59.1 1

30 1
144 1
287 1

58.1 1
10 1

261 1
140 1

73.8 1
8.2 1

45.4 1
21.8 1
14.8 1

6.9 1
157 1

30.6 1
8390 1
1760 1
27.9 1
50.7 1
23.9 1

6.3 1
20800 1

240 1
146 1
108 1

24.1 1
0.5 1
4.5 1
2.6 1
9.9 1
4.8 1

49.6 1



Lead - Removal UCL Inputs
LPA SS

44.3 1
11 1

5.4 1
92.6 1
14.6 1
25.3 1

5.4 1
73.8 1
62.3 1

9.5 1
7 1

63.5 1
8.6 1

106 1
95.1 1



Lead - Removal UCL Inputs
WPA LPA separate

WPA_Lead D_WPA_Lead LPA_Lead D_LPA_Lead
63.9 1 27.8 1

3.9 1 12.8 1
128 1 31.9 1
0.5 0 10.2 1

46.4 1 27.8 1
118 1 9.3 1

39.5 1 80.9 1
10 1 4.8 1
10 1 6.3 1
10 1 5.5 1
10 1 34 1

210 1 9.6 1
41.9 1 73.2 1
101 1 30.6 1

48.9 1 91.5 1
202 1 13.1 1
6.9 1 59.1 1
10 1 30 1
10 1 144 1
10 1 287 1
10 1 58.1 1

284 1 10 1
19 1 261 1

152 1 140 1
115 1 73.8 1

10 1 8.2 1
10 1 45.4 1
10 1 21.8 1
10 1 14.8 1
10 1 6.9 1
10 1 157 1

214 1 30.6 1
18.5 1 10 1
503 1 10 1

56 1 27.9 1
347 1 50.7 1
512 1 23.9 1
109 1 6.3 1
5.2 1 10 1

49.7 1 10 1
71.7 1 146 1

3.7 1 108 1
206 1 24.1 1

77.2 1 0.5 1
142 1 4.5 1
112 1 2.6 1
366 1 9.9 1

43.2 1 4.8 1
150 1 49.6 1



Lead - Removal UCL Inputs
WPA LPA separate

10.7 1 44.3 1
178 1 11 1

76.9 1 5.4 1
228 1 92.6 1

43.1 1 14.6 1
10 1 25.3 1
10 1 5.4 1
10 1 73.8 1
10 1 62.3 1
35 1 9.5 1

5.8 1 7 1
7.9 1 63.5 1

338 1 8.6 1
19.9 1 106 1
350 1 95.1 1
131 1

57.7 1
141 1
6.3 1

534 1
584 1

88.3 1
5.6 1

161 1
87.1 1
249 1
151 1

6 1
5 1

58.7 1
8.2 1
16 1

12.8 1
10 1
10 1

18.3 1
4.3 1

19.5 1
3 1

16.4 1
4.4 1

46.7 1
4.5 1

55.5 1
21.4 1
205 1
7.1 1
10 1
10 1

26.3 1



Lead - Removal UCL Inputs
WPA LPA separate

5.1 1
4.3 1
3.4 1

12.3 1
18.5 1

6.9 1
3.8 1

96.1 1
36.8 1



Lead - Removal UCL Inputs

Lead1 D_Lead1 Lead2 D_Lead2
63.9 1 63.9 1

3.9 1 3.9 1
128 1 128 1
0.5 0 0.5 0

46.4 1 46.4 1
118 1 118 1

39.5 1 39.5 1
10 1 401 1
10 1 155 1
10 1 10 1
10 1 10 1

210 1 210 1
41.9 1 41.9 1
101 1 101 1

48.9 1 48.9 1
202 1 202 1
6.9 1 6.9 1
10 1 10 1
10 1 10 1
10 1 10 1
10 1 10 1

284 1 284 1
19 1 19 1

152 1 152 1
115 1 115 1

10 1 10 1
10 1 10 1
10 1 10 1
10 1 10 1
10 1 10 1
10 1 10 1

214 1 214 1
18.5 1 18.5 1
503 1 503 1

56 1 56 1
347 1 347 1
512 1 512 1
109 1 109 1
5.2 1 5.2 1

49.7 1 49.7 1
71.7 1 71.7 1

3.7 1 3.7 1
206 1 206 1

77.2 1 77.2 1
142 1 142 1
112 1 112 1
366 1 366 1

43.2 1 43.2 1
150 1 150 1



Lead - Removal UCL Inputs

10.7 1 10.7 1
178 1 178 1

76.9 1 76.9 1
228 1 228 1

43.1 1 43.1 1
10 1 10 1
10 1 10 1
10 1 10 1
10 1 10 1
35 1 35 1

5.8 1 5.8 1
7.9 1 7.9 1

338 1 338 1
19.9 1 19.9 1
350 1 350 1
131 1 131 1

57.7 1 57.7 1
141 1 141 1
6.3 1 6.3 1

534 1 534 1
584 1 584 1

88.3 1 88.3 1
5.6 1 5.6 1

161 1 161 1
87.1 1 87.1 1
249 1 249 1
151 1 151 1

6 1 6 1
5 1 5 1

58.7 1 58.7 1
8.2 1 8.2 1
16 1 16 1

12.8 1 12.8 1
10 1 10 1
10 1 10 1

18.3 1 18.3 1
4.3 1 4.3 1

19.5 1 19.5 1
3 1 3 1

16.4 1 16.4 1
4.4 1 4.4 1

46.7 1 46.7 1
4.5 1 4.5 1

55.5 1 55.5 1
21.4 1 21.4 1
205 1 205 1
7.1 1 7.1 1
10 1 937 1
10 1 29.6 1

26.3 1 26.3 1



Lead - Removal UCL Inputs

5.1 1 5.1 1
4.3 1 4.3 1
3.4 1 3.4 1

12.3 1 12.3 1
18.5 1 18.5 1

6.9 1 6.9 1
3.8 1 3.8 1

96.1 1 96.1 1
36.8 1 36.8 1
27.8 1 27.8 1
12.8 1 12.8 1
31.9 1 31.9 1
10.2 1 10.2 1
27.8 1 27.8 1

9.3 1 9.3 1
80.9 1 80.9 1

4.8 1 4.8 1
6.3 1 6.3 1
5.5 1 5.5 1
34 1 34 1

9.6 1 9.6 1
73.2 1 73.2 1
30.6 1 30.6 1
91.5 1 91.5 1
13.1 1 13.1 1
59.1 1 59.1 1

30 1 30 1
144 1 144 1
287 1 287 1

58.1 1 58.1 1
10 1 10 1

261 1 261 1
140 1 140 1

73.8 1 73.8 1
8.2 1 8.2 1

45.4 1 45.4 1
21.8 1 21.8 1
14.8 1 14.8 1

6.9 1 6.9 1
157 1 157 1

30.6 1 30.6 1
10 1 10 1
10 1 10 1

27.9 1 27.9 1
50.7 1 50.7 1
23.9 1 23.9 1

6.3 1 6.3 1
10 1 10 1
10 1 10 1

146 1 146 1



Lead - Removal UCL Inputs

108 1 108 1
24.1 1 24.1 1

0.5 1 0.5 1
4.5 1 4.5 1
2.6 1 2.6 1
9.9 1 9.9 1
4.8 1 4.8 1

49.6 1 49.6 1
44.3 1 44.3 1

11 1 11 1
5.4 1 5.4 1

92.6 1 92.6 1
14.6 1 14.6 1
25.3 1 25.3 1

5.4 1 5.4 1
73.8 1 73.8 1
62.3 1 62.3 1

9.5 1 9.5 1
7 1 7 1

63.5 1 63.5 1
8.6 1 8.6 1

106 1 106 1
95.1 1 95.1 1


	barcode: *90124382*
	barcodetext: 90124382


